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Anderung giultig ab Gerate-Nr. 294513301:

C 47. C 49 220 HF; C 109, C 110 3:00 pF; C 125:4,7 uF: Elektrolytkondensator 33 !L,_F (C 135) von Basis T 42
gegen Masse legen (+ an Masse): Kondensator 10 pF (C 136) zwischen Basis und Collektor von T 24 schalten;
Kondensator 10 pF (C 137) zwischen Basis und Collektor von T 29 schalten;

R 103, R10568 R; R 102, R104/1. 5 k&; R 192, R 1931 kR, R399, R 10112 kR; R 112 entfallt;

* 2Spur C 116, C 117390 pF; R 202, R 203 50 kQ.
** 4 Spur C 116, C117.560 pF; R 211, R212:3,3 kR.
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Alterations valid from ser. no. 294513001

C 47, C 49 220 F, C 109, C 110 3300 pF. 128
chassis and basis of T 42 (+ to chassis); sold»r ¢
solder a capacitor of 10 pF (C 137) betweenr c'locto
R 103, R10568 ©2;: R 102, R 10415 kQ: R 152 R 142

*2Track C 116, C 117 390 pF; R 202, R 202 &0 k¢
** 4Track C 116, C 117 560 pF; B 211, R 212 2.2 K
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Alterations valid from ser. no. 294513001:

C 47 C 49 220 F, C 109, C 110 3300 pF, C 125 4,7 ((F; solder an electrolytic capac:tor of 33 yyF (C 135) between
chassis and basis of T 42 (+ to chassis); solder a capacitor of 10 pf (C 136) between collector and basis of T 24,
solder a capacitor of 10 pF (C 137) between collector and basis of T 29:

Ri03, R10568Q: R102, R104 1 5k%; R192, R193'1 kQ2; R99, R101 1.2 kQ: R 112 omitted;

* 2Track C 116, C 117 390 pF: R 202, R 20350 k2.
** 4 Track C 116, C117:5680 pF: R211, R 212 3.3 kf2.
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Anderung giltig ab Gerate-Nr. 294514001:

O:e Kontakte 4 der Mikrobuchsen werden mit
dem Kontakt 4 der Fernsteuerungsbuchse ver-
bunden De Kontakte 5 der Mikrobuchsen wer-
den an Masse gelegt.

Alterations valid from ser. no. 294514001:

Connect the contacts 4 of the MICRO socke?
with contact 4 of the REMOTE CONTROL socket.
Connect the contacts 5 aof the MICRQO sockets
to the chassis



A T R T A B B b e %
.
B, H SeTE™ AC W7 3 i
carend anpama S B 2424 3
. E I|._ L L 1
i O
wris ~
'y k- = C
020 c @ i
T ' . C
.. thn
' L P ﬂ |
1in —
Teo G4 FPioatik -, .
- 4= Y}
4 B M4
"y ElR
ST SO M2 2TAN i
= a?
HIH
RGO
: 1Hk ¥
i ! !
iﬁ-h
L
»
FH' -
Sl
A
PN M/ {E
o
'I
| } -
| _
‘."u-
o) 7.
.t Liust « gt L'f:p, be b aye s
’ o ws '“ ‘- ' LIN R |
Ns WRI-L1AL @ l_- T B TR
By sn)+41015 B & =.0k o bt. B W

. . [ ,,, , "
[ L Y™ L0 - WO " : . I | s
t y L I 3
C :-E...- I .
. I
47 %1 54
vy @ &
L - ¥ Y
—J .
® il 229}
ol Al 4 1ty
ra e F TWEETN S Tt O e
s 0T af ¢
f g o
3 3“1::_:1‘-; f LI Al 3y, '.'IH;J R M ) n . '.J ‘: v R ¥ -
“: e ¥ s “.t;.*.: LAl - X +3) W .y b . 1 B
:. '; _: _:'. LU | ) :;1... " | LS iy .t ': S .; Ir c
______-_:-;_—' _-.1, al N 1 o v..q ™ | o - '1'-" Teu " ] - .y By .wle
19?' o ik T © :.;' L :" :‘ :‘.‘ ' Cor: xl%
—L ol - _ .
b B9 WPAR g F=FRYNC it tv Bariiels
S e v o fmeme ICTTTH  ROYAL DE LUXE ©
" _|[]-_‘L Free el Rohspaenitmaree (R, 7 2w i e over Bookietes eber o
. . LA | an der “cete L T
*. TanrEl - ¢ e . oar o — —_ - . -
3 —4= Al valteges messuied wos Pervan S heroen Stromlaufplan Circuit Diagram
H al Kerme=h Y'YyM (impadaace & megshann) | acinuieg By Srop Fauer vrarr agates
- in panitren ‘Hecc:ding Hteran !’ t aLiugie g By wimu £ rrw nd ppatewm ot b Cerat Ry Tuetiiii) it tretm sar me S3L4TD00
lll Sepratins - m- bt O 1 .I.nnu:..ng et hophgltan | Adetalmas ratatves |
Anderung gultig ab Gerate-Nr. 294514001: t1 l1e | 143 25:.:15050, gqll]l:ﬂur Geanderte Stromversorgung fir die Transistoren
. ¢ Kontakte 4 der Mikrobuchsen werden mit 117 PV | Tk ' ' T3, T4 T13, T14, T43 und T 44,
»m Kontakt 4 der Fernsteuerungsbuchse ver- | .
- L (2.3 Y{(\G3v|22.2V% , .
n an Masse gelegt. g1 aIsy] 2avl10.2v C57 £ 118 P3LEIGY) T3 T4 T13, T14, T43 and T 44,
. . P AP R N 160 uF L7 uf
Alterations valid from ser. no. 294514001: £ | C.ASY| 1.7V| 9.2V T . T g

“snnect the contacts 4 of the MICRQO socket
~ th contact 4 of the REMOTE CONTROL socket.
_annect the contacts 5 of the MICRO sockets
" the chassis.



Reglerainstellung

Vor Einstellung aller Regler Ist zu prifen, ob die Spannungen an C 30 und C 33 mit den auf dem
Schaltblld angegebenen Werten 0Obereinstimmen. Alle Messungen Uber Band sind mit UHER-Test-
band durchzufGhren,

R 138 Aussteuerungsanzeige Kanal 1: Tongenerator an die Kontakte 1/4 (parallelschalten) und 2 der
Buchse .Radio/Phono” anschlleBen und ca. 50 mV/1000 Hz einspeisen. Geridt auf Aufnahme _Sterec”
schaltan. NF-Voltmeter* an die Kontakte 2 und 3 (3= Masse) der Buchse .Zusatzgerite“ anschlieBen.
Oberen Regler .Pegel 1" so weit nach rechts drehen, bis das NF-Voltmeter* 1,6 V anzeigt. Regler
R 138 so einstellen, daB der obere Zeiger des Aussteuerungsinstrumentes 0 dB anzelqgt.

R 139 Aussteuerungsanzeige Kanal 2: NF-Voltmeter* an die Kontakte 5 und 3 (3=Masss) der Buchse
~Zusatzgerdte” anschlieBen. Unteren Regler Pegel 1“ so einstellen, daB das NF-Voltmeter* 1,6 V an-
zeigt. Mit Regler R 139 den unteren Zeiger des Aussteuerungsinstrumentes auf 0 dB einsteilen.

R 202 HF-Vormagnetisierung Kanal 1: UHER-Testband auflegen. Tongenerator an die Kontakte 1/4
(parallelschalten) und 2 der Buchse ,Radio/Phono” anschlieBen und ca. 50 mV/1000 Hz einspeisen.
NF-Voltmeter* an die Kontakte 1 und 6 {6 =Masse) der Buchse .Projektor” anschiieBen. Ger#t auf _Auf-
nahme Stereo” schalten (Bandgeschwindigkeit 19 cm/a). Mit belden Reglem .Pegel 1" bis 0 dB aus-
gteuern, Gerét starten. Die Taste .A-B" darf nicht gedriickt sein.

Mit dem Regler R 203 HF-Vormagnetisierung so lange verindern, bis am NF-Voltmeter* max. NF-
Pagel angezeigt wird.

R 203 HF-Vormagnetisierung Kanal 2: Die Einsteliung fir das untere Kopfsystem erfoigt sinngeméB
mit R 203 wie unter R 202 HF-Vormagnetisierung Kanal 1° beschrieben. Die Messung des NF-
Pegels erfolgt an den Kontakten 5 und 6 (8=Masse) der Buchse .Projektor”.

Im Anschlul3 an die Einstellung der HF-Vormagnetisierung st der Frequenzgang zu messen. Vor
dem Messen des Frequenzganges mull gewdhrleistet sein, daB Képfe und Bandfihrungen einwandfrei
justiert, gereinigt und entmagnetisiert sind.

Messung des Frequenzganges: Tongenerator wie unter .R 202 HF-Vormagnetisierung Kanal 1" be-
schrieben anschlleBen. Gerét auf ,Aufnahme Stereo” schalten. Mit beiden Reglern .Pegel 1° bis
O dB ausstevern. Ausgangsspannung des Tongenerators um 20 dB verringern (Regler .Pegel 17 nicht
mehr veréndern).

Mit konstanter Ausgangsspannung des Tongenerators MeBfrequenzen aufzeichnen zwischen =20 Hz
und fg = 20 kHz (v = 19 cm/s) bzw. f, = 20 Hz und fg = 16 kHz (v = 9,5 cm/s].

Der Wiledergabepegel der einzelnen Meffreguenzen muB innerhalb des Toleranzfeldes (Abb. 1)
liegen. Die Messung erfolgt an den Kontakten 1 und 6 {(Kanal 1) bzw. 5 und 6 (Kanal 2) der Buchse
. Projektor®.

R 70 Wiedergabepegel Kanal 1: MeBanordnung wie unter .R 202 HF-Vormagnetisierung Kanal 1°
beschrieben. Wahrend der Aufnahme Taste .A-B" dricken. NF-Voltmeter* muB eine Spannung von ca.
0.6 V anzeigen. Taste .A-B" ausldsen und mit B 70 den glelchen Wert wle bel gedrickter Taste A-

B® einstellen.

R 71 Wiedergabepegel Kanal 2: Die Messung des Wiedergabepegels Kanal 2 erfolgt an den Kon-
takten 5 und 6 (6 = Masse) der Buchse .Projektor”. Die Einstellung erfolgt mit R 71 sinngeméB
wie unter R 70 Wiedergabepegel Kanal 1" beschrieben.

Messung der Storspannung: Die Ermittlung z, B. des Fremdspannungsabstandes nach DIN 45405
setzt die Anwendung von Melgeréten milt speziellen Eigenschaften voraus, Da derartige MeBgerite
::nhtlien meisten Werkstétten nicht vorhanden sind, wird die nachfolgend beschriebene Messung emp-
ohlen.

Gerat auf Aufnahme .Sterec” schalten, Tongenerator an die Kontakte 1/4 {parallelschaiten) und 2
der Buchse .Radio/Phono” anachliefen und ca. 50 mV/1000 Hz einspeisen. Mit befden Reglern ,Pe-
gel 1" bel 0 dB aussteuern. Tongenerator am Tonband abstecken.

UHER-Testband bel unversnderter Stellung der Regler auf dem Gerat |18schen und anschlieBend wie-
dergeben. NF-Milllvoltmeter an die Kontakte 3 und 2 (Kanal 1) bzw. 5 und 2 (Kanal 2) der Buchse
«Radio/Phono® anschlleBen. Die angezeigte Spannung darf max. 2 mV betragen.

* NF-Voltmeter (Rl = 10 M)

fg 250 Hz b 630Hz 1o Abb. 1 Fig. 1
%I l E | _% Toleranzfeld fOr den Frequenzgang nach DIN 45 500,
rj”‘_’...- 3 w Toleranca zone for the frequency reaponse In accordance with DIN 45 500.

Plaga de tolérance pour I3 courbe enreglatrament-lacture salon DIN 45 500.
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Directions for adjusting the variable resistors

Before adjusting the variable resistors, first check whether the voltages across the capacitors C 30
and C 33 coincide with the values marked in the circuit dlagram. All measurements made with tape
should be performed with UHER test tape. '

R 138 Recording level indication, channel 1: Connect audio oscillator to contacts 1/4 (connect in
parallel) and 2 of socket “Radio/Phono” and feed in approx. 50 mV/1000 Hz. Set tape recorder to
recording “Stereo”. Connect LF voltmeter* to contacts 2 and 3 (3 = chassis) of socket “Attach-
mants”. Turn upper control “Level 1" clockwise until the LF voltmeter* indicates 3.6 V. Adjust control

R 138 In such a manner that the upper pointer of the recording level meter indicates 0 dB.

R 139 Recording level indication, channel 2: Connect LF voltmeter* to contacts 5and 3 (3 = chassia)
of socket “Attachments”. Adjust lower control “Level 1* In such a manner that the LF volimeter® in-
dicates 1.6 V. Adjust the lower polnter of the recording level meter to read 0 dB with the aid of con-
trol R 138. *

R 202 RF premagnetization, channel 1: Positlon UHER test tape. Connect asudio oscillator to contacts
1/4 (connect in parallel) and 2 of socket "Radio/Phono” and feed In approx. 50 mV/1000 Hz. Connect
LF voltmeter* to contacts 1 and 6§ (6 = chassis) of socket “Projector”. Set tape recorder to “Re-
cord Stereo” (tape speed 18 cm/sec.). Control level with both controls “Level 1* up to 0 dB. Start
up tape recorder. Pushbutton "A-B“ must not be pressed.

Vary RF premagnetization with the aid of contrel R 203 untll maximum NF level is beilng indicated on
the LF voltmeter™®.

R 203 AF premagnetization, channel 2: The [ower head system is adjusted analogously with the aid of
B 203 as described under "R 202 RF premagnetization, channel 1“. The LF level Is measured at con-
tacts 5 and 6 (6 = chassis) of socket "Projector”.

Having adjusted the RF premagnetization, the frequency response must be mesasured. Before com-
mencing to measure the frequency responsge, make absolutely sure that heads and tape guides have
been adjusted satisfactorily, cleaned and demagnetized.

Measuring frequency response: Connect audio oscillator as described under “R 202 RF premagne-
tization, channel 1°. Set tape recorder to "Record Stereo”. Control level with both controla "Level 1
up to 0 d]B. Reduce output voltage of the audio oscillator by 20 dB (do not vary control "Level 1* -
any more).

Record test frequencies at a constant output voltage of the audio oscillator between flow = 20 Hz
and fhigh = 20 kHz (speed = 19 cm/sec) and flow = 20 Hz and fhigh = 16 kHz (speed = 9.5 cm/sec)
respectively. |

The reproducing level of the individual test frequencies must be within the tolarance zone {Fig. 1)
The measurement Is carrled out at contacts 1 and 6 (channel 1) and 5 and & (channe! 2) respectively,
of socket "Projector”.

R 70 Reproducing level 1: Measuring setup as described under "R 202 RF premagnetization, chan-
nel 1°. Press pushbutton "A-B" while recording. The LF voltmeter* must indicate a voltage of approx.
0.6 V. Release pushbutton "A-B" and with the aid of R 70 adjust the same value as obtained when
pushbutton "A-B" is pressed.

R 71 Playback level for channel 2: The playback level for channel 2 is measured at the terminals 5
and 8 (6 = chassis) of the "Projector” socket. The adjustment is made with the variable resistor R 71
as described under "R 70 Playback level for channef 1*,

Measuring the weighted noise voltage: The determination of the unweighted signal/noise ration con-
forming to the German Standard DIN 45405 calls for the use of special instrurgents, Since such in-
struments are not available in the majority of workshops, the following measuring procedure is re-
commended.

Set tape recorder to recording “Stereo”. Connect audio oscillator to contacts 1/4 (connect In par-
allel) and 2 of socket "Radio/Phono”, and feed in approx. 50 mV/1000 Hz. Control leve! with the aid
of both controls "Level 1* at 0 dB. Mark out the audlo oscillator on the tape. :

Erase UHER test tape on the tape recorder, with the settings of the controls uhchangad. and sub-
sequently play back. Connect LF millivoltmeter to contacts 3 and 2 {channel 1} and 5 and 2 (channel 2)
respectively, of socket “Radio/Phono”. The indicated voltage must not exceed 2 mV max.

* LF voltmeter (Ri = 10 MQ)

R202/R203 RN/RN

Tonkopftrager

Head angsemple
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